Monday
Then we took it off so it could get welded.
2
Steps Taken to Reach Objective:
Objective (s):
 To fix the stirring and work on the back of the car.
List issues / Complications:
1
3
4
Then we reattached the stirring.
 
Frist we drilled a hole to for a bolt to hold the stirring.
Then we took the back off the car.
Tuesday
Then we got the sprocket on the CVT level.
2
Steps Taken to Reach Objective:
Objective (s):
 To fix the chain system.
List issues / Complications:
1
3
4
Then we measured the height of the sprockets.
 
Frist we got the rear end level.
Then we tighten everything.
Wednesday
Then we cut the flat piece for the bearing.
2
Steps Taken to Reach Objective:
Objective (s):
 To put the bearing on the CVT.
List issues / Complications:
1
3
4
Then we cut the square bar to hold the flat piece.
 
Frist we made a mockup of the system.
Then we put the new shaft in.
Thursday
Then we got the top hole line up for the throttle stop.
2
Steps Taken to Reach Objective:
Objective (s):
 To finish the throttle stop and work on the CVT.
List issues / Complications:
1
3
4
Then we drilled it.
 
Frist we got the bearing lined up.
Then we cleaned up the shop.
Friday
Then we drilled the holes.
2
Steps Taken to Reach Objective:
Objective (s):
 To finish the car.
List issues / Complications:
1
3
4
[bookmark: _GoBack]Then we bolted the throttle stop in.
 
Frist we got the two bottom holes for the throttle stop planed out.
Then we cleaned the shop.


